
Where Used: Part Number 5009085
Model Name Diagram

DE150CXAAC 07-1_GEARCASE, M2-Type, Counter Rotation

DE150CXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE150PXAAC 07-1_GEARCASE, M2-Type

DE150PXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE200CXAAC - (60 degree V6) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE200HXAAC - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE200HXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE200HXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200HXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE200PXAAC - (60 degree V6) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE200XCAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE200XCAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE200XCABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE200XCABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE200XCABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE200XCABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE200XCABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE200XCABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE225CXAAD 07-1_GEARCASE, M2-Type, Counter Rotation

DE225CXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE225CXABA 07-1_GEARCASE, M2-Type, Counter Rotation

DE225CXABA - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE225CXABB 07-1_GEARCASE, M2-Type, Counter Rotation

DE225CXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE225CXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE225PXAAC 07-1_GEARCASE, M2-Type

DE225PXAAD 07-1_GEARCASE, M2-Type

DE225PXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2
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DE225PXABA 07-1_GEARCASE, M2-Type

DE225PXABA - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE225PXABB 07-1_GEARCASE, M2-Type

DE225PXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE225PXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE225PXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE225PXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE250CXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE250CZABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250CZABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE250PXAAC - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

DE250PXAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

DE250PXAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE250PXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PZAAC - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

DE250PZAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

DE250PZAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE250PZABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PZABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PZABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type
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DE250PZABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE250PZABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

DE300CXAAD 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE300CXABA 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CXABB 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZAAD 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

DE300CZABA 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZABB 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300CZABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

DE300PXAAC 07-1_GEARCASE, M2-Type

DE300PXAAD 07-1_GEARCASE, M2-Type

DE300PXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE300PXABA 07-1_GEARCASE, M2-Type

DE300PXABB 07-1_GEARCASE, M2-Type

DE300PXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

DE300PXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

DE300PXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

DE300PZAAC 07-1_GEARCASE, M2-Type

DE300PZAAD 07-1_GEARCASE, M2-Type

DE300PZAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

DE300PZABA 07-1_GEARCASE, M2-Type

DE300PZABB 07-1_GEARCASE, M2-Type

DE300PZABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

DE300PZABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

DE300PZABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E135DHXAAC 07-1_GEARCASE, M2-Type

E135DHXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E135HCXAAC 07-1_GEARCASE, M2-Type, Counter Rotation
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E135HCXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E150DBXAAC 07-1_GEARCASE, M2-Type

E150DBXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E150DCXAAC 07-1_GEARCASE, M2-Type, Counter Rotation

E150DCXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E150DPXAAC 07-1_GEARCASE, M2-Type

E150DPXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E175DCXAAC 07-1_GEARCASE, M2-Type, Counter Rotation

E175DCXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E175DMXAAC 07-1_GEARCASE, M2-Type

E175DMXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E175DPXAAC 07-1_GEARCASE, M2-Type

E175DPXAAC - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200DCXAAC - (60 degree V6) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E200DHLAAC - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHLAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHLAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200DHLABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHLABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200DHLABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXAAC - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200DHXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200DHXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DHXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200DPXAAC - (60 degree V6) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200HCXAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E200HCXAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E200HCXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E200HCXABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E200HCXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation
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E200HCXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E200HCXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E200HCXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E200HGLABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HGLABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HGLABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HGLABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HGLABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLAAD - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLAAD - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200HSLABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLABA - (90 degree V6, 3.3 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E200HSLABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E200HSLABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225DCXAAD 07-1_GEARCASE, M2-Type, Counter Rotation

E225DCXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E225DCXABA 07-1_GEARCASE, M2-Type, Counter Rotation

E225DCXABA - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E225DCXABB 07-1_GEARCASE, M2-Type, Counter Rotation

E225DCXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E225DCXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E225DCXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E225DHLAAC 07-1_GEARCASE, M2-Type

E225DHLAAD 07-1_GEARCASE, M2-Type

E225DHLAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E225DHLABA 07-1_GEARCASE, M2-Type

E225DHLABB 07-1_GEARCASE, M2-Type

E225DHXAAC 07-1_GEARCASE, M2-Type

E225DHXAAD 07-1_GEARCASE, M2-Type

E225DHXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E225DHXABA 07-1_GEARCASE, M2-Type

E225DHXABB 07-1_GEARCASE, M2-Type

E225DPXAAC 07-1_GEARCASE, M2-Type
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E225DPXAAD 07-1_GEARCASE, M2-Type

E225DPXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E225DPXABA 07-1_GEARCASE, M2-Type

E225DPXABB 07-1_GEARCASE, M2-Type

E225DPXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225DPXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225DPXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGLABA 07-1_GEARCASE, M2-Type

E225HGLABB 07-1_GEARCASE, M2-Type

E225HGLABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGLABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGLABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HGXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HSLAAC 07-1_GEARCASE, M2-Type

E225HSLAAD 07-1_GEARCASE, M2-Type

E225HSLAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E225HSLABA 07-1_GEARCASE, M2-Type

E225HSLABB 07-1_GEARCASE, M2-Type

E225HSLABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HSLABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E225HSLABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DCXAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCXAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E250DCXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCZAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCZAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E250DCZABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCZABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCZABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation
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E250DCZABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DCZABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E250DHLAAC - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHLAAD - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHLAAD - (90 degree V6, 3.4 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250DHLABA - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHLABB - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHXAAC - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHXAAD - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHXAAD - (90 degree V6, 3.4 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250DHXABA - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DHXABB - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250DPXAAC - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

E250DPXAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

E250DPXAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250DPXABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPXABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPXABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPXABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPXABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPZAAC - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

E250DPZAAD - (90 degree V6, 3.3L) 07-1_GEARCASE, M2-Type

E250DPZAAD - (90 degree V6, 3.3L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250DPZABA - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPZABB - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPZABF - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPZABG - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250DPZABH - (90 degree V6, 3.3 L) 07-1_GEARCASE, M2-Type

E250HGLAAC - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGLAAD - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGLAAD - (90 degree V6, 3.4 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250HGLABA - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGLABB - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGLABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGLABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

Page 7 of 9



E250HGLABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXAAC - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXAAD - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXAAD - (90 degree V6, 3.4 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250HGXABA - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXABB - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HGXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLAAC - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLAAD - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLAAD - (90 degree V6, 3.4 L) - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E250HSLABA - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLABB - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E250HSLABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DCXAAD 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E300DCXABA 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCXABB 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZAAD 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2, contre rotation

E300DCZABA 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZABB 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DCZABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type, Counter Rotation

E300DGXABA 07-1_GEARCASE, M2-Type

E300DGXABB 07-1_GEARCASE, M2-Type

E300DGXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DGXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

Page 8 of 9



E300DGXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPXAAC 07-1_GEARCASE, M2-Type

E300DPXAAD 07-1_GEARCASE, M2-Type

E300DPXAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E300DPXABA 07-1_GEARCASE, M2-Type

E300DPXABB 07-1_GEARCASE, M2-Type

E300DPXABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPXABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPXABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPZAAC 07-1_GEARCASE, M2-Type

E300DPZAAD 07-1_GEARCASE, M2-Type

E300DPZAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E300DPZABA 07-1_GEARCASE, M2-Type

E300DPZABB 07-1_GEARCASE, M2-Type

E300DPZABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPZABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DPZABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DSLAAC 07-1_GEARCASE, M2-Type

E300DSLAAD 07-1_GEARCASE, M2-Type

E300DSLAAD - FR 07-1_BOÎTIER D’ENGRENAGES, de type M2

E300DSLABA 07-1_GEARCASE, M2-Type

E300DSLABB 07-1_GEARCASE, M2-Type

E300DSLABF - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DSLABG - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type

E300DSLABH - (90 degree V6, 3.4 L) 07-1_GEARCASE, M2-Type
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