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Winch floating handle

Fitted with "Lock In" winch system; universal size for any winch; handle on ball 
bearings; made of nylon (fiberglass), ensure the same strength as steel handles.

Code Length mm
57.176.09 200 (8”)
57.176.10 250 (10”)

Spare winch handles

Made of anodized aluminium, fitted with nylon handgrip and safety locking 
system; universal model.

Code Length mm
57.109.01 250

Speadgrip universal winch handle

Made of anodized aluminium with ball grip.

Code Length mm
57.110.01 250

FLIPPER™ foldable winch handle

FOLDABLE MADE IN ITALY

Flipper is an innovative foldable winch handle designed to simplify and speed up  sheets release and wrap 
without removing the handle from the winch.
Precision milling and stainless steel joints ensure resistance and durability. 30- micron anodization 
process to enhance scratch resistance and withstand the  aggressive marine environment.
Easily foldable onto the winch base thanks to its patented locking mechanism for easier release and wrap.
Adjustable in 4 positions (closed, semi-open, open, maximum opening with ratchet) to simplify any 
maneuvering requirements. Equipped with a quick 8-point hook and release for immediate installation on 
any type of winch.
With Flipper you no longer have to remove the handle and mount it on different winches. No more fear of 
losing it at sea: it is always in place and ready for use. This reduces the risk of losing Flipper in the sea and 
simplifies maneuvers, making your sailing experience safer and more comfortable.

Code Version Length open mm (A) Length closed mm 
(B)

Recommended for 
vessels

57.111.01 Flipper™ Standard 200 (8'') 142.5 (5.6") from 6 to 11 m
57.111.02 Flipper™ Max 254 (10'') 190 (7.5'') from 11 m and beyond

	\ Video

Winch handle pocket made of PVC

Made of soft PVC.

Code Section mm Length mm
57.635.72 90x60 290
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Winch handles, furlers 57
Universal winch handle holder

Made of black nylon, suitable for winch handles; 3-screw mounting, used instead of PVC pockets.

Code Base Ø mm Overhang mm
57.635.70 52 26

Jib furlers and spreader covers

Self-adjusting spreader boots with aerodynamic profile

Made of soft thermoplastic, designed for round- and wing-section crosstrees. Fast to mount by 
means of our self-amalgamating tape  65.115.01 or similar.

Code For cables up to 
mm

For crosstrees, max 
section mm

External dimensions 
mm

57.492.01 4 38x13 114x45x48 2
57.492.02 6 57x17 145x65x60 2
57.492.03 8 83x25 190x93x71 2

Self amalgamating tape for spreader boots

Made of soft UV-resistant plastic material; easy to remove when worn out.

Code Colour Roll
57.374.00  light grey 25 mm x 10 m

“Sailguard” sail savers

Made of white nylon; easily installed without dismounting the shrouds; supplied in an elegant 
package.

Code Suitable for

57.373.40 2 stays up to 9 mm

Jibfurler with manual return to top and swivel head mast SEA SURE

Made of stainless steel, equipped with a nylon pulley. The drum is closed and protected to 
prevent the rope from getting jammed or tangled. Stainless steel bearings, height of only 50 mm. 
Can be mounted below deck using an extension tube. The furler can wrap up to 3.5 mm of rope with 
a diameter of 3 mm, thus allowing the use of sails with a lower edge length (between the tack and the 
clew) of about 3 m.

Code Suitable for Ø Drum mm Description

57.299.00 All types of keels 69 116 Girafiocco

57.295.00 - - - Stainless steel swivel for jib furler, with 
integrated stainless steel bearing 	\ 57.295.00

	\ 57.299.00
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