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	\ 10.447.01/02 	\ 10.446.01/02

	\ 10.448.01 	\ 10.449.00 	\ Assembly key

PERFIX snap fasteners
For fastening awnings, coverings, cushions, upholstery, etc.
Manufactured in plastic composite, they offer the advantage of having the part to be fastened on 
deck without protrusions harmful to the feet and that can get tangled in the onboard ropes.
Completely corrosion-resistant and UV-resistant.

 white  blue Description

10.446.01 10.446.02 Spring lock pin to install on cushion/sheet 100*
10.447.01 10.447.02 Female to install on deck 100**
10.448.01 10.448.02 Female with counterplate to install on fabric 100*
10.449.00 - Installing harness -

*	 Mounting key included
**	 Self-tapping screws 4.2 x16 included

	\ PREVENT 
ACCIDENTS 
BY USING 
PERFIX 
FASTENERS

	\ Installation
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LOXX® German snap fasteners
Fitted with press-functioning system and spring lock on the female.

Code Description Material

10.440.00 Female for oversized head hood, 15-mm Ø for better grip, for 
fabric up to 3 mm thick. Stainless steel 50

10.440.50 Female for oversized head hood, 15-mm Ø for better grip, for 
fabric up to 3 mm thick. Stainless steel 5 (blister)

10.440.02 Female for oversized head hood, 15-mm Ø for very thick fabric 
up to 7 mm.

Chromed 
brass 50

10.440.01 Female for hood, standard version, 11-mm Ø head, for fabric up 
to 3 mm thick.

Chromed 
brass 50

10.441.00 Male with self-tapping stainless steel screw. Length A: 12 mm. Stainless steel 100

10.441.50 Male with self-tapping stainless steel screw. Length A: 12 mm. Stainless steel 5 (blister)

10.442.10 Male with screw and nut. Length A: 10 mm. Stainless steel 100

10.442.51 Male with screw and nut. Length A: 10 mm. Stainless steel 5 (blister)

10.444.10 Male with knurled ring to be fastened on the fabric. Stainless steel 100

10.444.51 Male with knurled ring to be fastened on the fabric. Stainless steel 5 (blister)

10.443.00 Male with plate to be fastened with screws or rivets. Chromed 
brass 100

10.443.50 Male with plate to be fastened with screws or rivets. Chromed 
brass 5 (blister)

10.439.00 Special tool designed to screw Tenax and Loxx pins. - 1 (single)
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Turn buttons for canvas

The blister contains: 4 complete pieces.

Code Material  mm
10.455.02 Stainless steel 33

Button kit male + female

Kit of nickel-plated brass fasteners in a display blister.

Code Content
10.416.49 2 x 10.440.00 + 2 x 10.441.00 + tool for screwing
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Q-SNAP fasteners

AISI 316

PATENT

Stainless steel buttons AISI 316.
The male part features a latching tooth for the female, which in turn has a 
specific retaining lip. The two innovations combined allow for optimal tensioning 
of the cover while preventing accidental release.

Code Product

10.300.01 Q-CAP (A) with pin 4.4 mm 100

10.300.02 Q-CAP (A) with pin 6.2 mm 100

10.300.03 Q-SOCKET (B) 100

10.300.04 Q-STUD (C) 100

10.300.06 Kit A (4.4 mm) + B + C + relative screws 10 A +10 B +10 C + screws

10.300.08 Starterkit

50 pcs 10.300.01, 50 pcs 10.300.03, 50 pcs 
10.300.04 with screws of 3 types, 5 stainless 

steel rivets, 1 pc 10.300.14, 5 pcs 10.300.16, 5 
pcs 10.300.17, 1 pc 10.300.11

COMPLETION ACCESSORIES
10.300.14	 Tool for correct orientation and fixing of C
10.300.17	 Plastic cap for C
10.300.11	 DIY kit for assembly A+B
10.300.10	 Industrial press for mounting A+B
10.300.16	 Pin for correct positioning of A+B on the cloth when C is already mounted on the hull
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Eyelets made of brass

Display blister pack with installation kit.

Code Bore Ø mm Colour

10.372.05 5.5 nickel plated 40
10.372.08 8.5 nickel plated 24
10.372.11 11 nickel plated 15
10.372.15 14 Yellow 10

Fasteners made of nickel-plated brass for carpet

Code Description

10.305.00 Female + male to be seamed on the carpet 100

10.306.00 Male with S.S. self-tapping screws, length 10 mm, to be screwed on the floor 100

	
\

10
.3

05
.0

0

	
\

10
.3

06
.0

0

Turnbuckle for the cover
100% nylon. Press-fit the eyelet onto the fabric part. Nylon knob spring, white colour.

Code  mm Description

10.426.00 35 Male to be fixed + eyelet for fabric 10
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