Headlights, ceiling lights

Base for pull-out poles

Code 13.440.10
Base with AISI 316 stainless steel cap.

QOSCULATI Flat base for retractable rods
_ AISI316 stainless steel base with cover. Rotate to open.
FLUSH Minimum space required in height and width.

/s 1 Canbeinstalled either flush or flat.
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Watertight LED surface light

High-efficiency SMD-HD LED light source. Version with radiated base through soft silico-
m ne seal, ideal for boom, roll bar inflatables etc. For pipes with a maximum diameter of

40 mm.
S ’ lu- Luxat50 LEDbeam Noof @ [+—I
Code Finishing |V W Switch sl o K Angle LEDs mm LED
10 320x40x15 10
13.192.20 Ewhlte 12 3 Yes 450 342 4000 50° SMD-HD h Sa/l[l;)—

BIMINI compact overhead LED light
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Made of polished stainless steel, technopolymer glass. Recessless mounting.

LED

Code Bottom V | W Switch LuxIP K  beam EES; [*—mm
angle

13.525.01 flat 12/24/1.8| no 220673000 25° | 8HD | 102x33x11(h)

13.525.02 flat 12/24/1.8 Yes 220653000 25° | 8HD 102x33x11(h)

Softcurved bottomfor
13.525.04 mountingon35/50-mm@ 12/24/1.8 Yes 220653000 25° | 8HD  104x35x15 (h)
A-frametubes

204


https://www.osculati.com/en/11397-13.440.10/
https://www.osculati.com/en/11397-11.000.27/
https://www.osculati.com/en/11397-13.192.20/
https://www.osculati.com/en/11397-13.525.01/
https://www.osculati.com/en/11397-13.525.02/
https://www.osculati.com/en/11397-13.525.01/
https://www.osculati.com/en/11397-13.525.02/
https://www.osculati.com/en/11397-13.525.04/

