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Base for pull-out poles

Code 13.440.10
Base with AISI 316 stainless steel cap.

Flat base for retractable rods

FLUSH
AISI316 stainless steel base with cover. Rotate to open.
Minimum space required in height and width.
Can be installed either flush or flat.

Code  mm Overhang mm No of contacts
11.000.27 56x64x31 6 2

Watertight LED surface light

IP66
High-efficiency SMD-HD LED light source. Version with radiated base through soft silico-
ne seal, ideal for boom, roll bar inflatables etc. For pipes with a maximum diameter of 
40 mm.

Code Finishing V W Switch lu
men

Lux at 50 
cm K LED beam 

angle
No of 
LEDs

 
mm

LED

13.192.20  white 12 3 Yes 450 342 4000 50° 10 
SMD-HD

320x40x15 
h

10 
SMD-

HD

	\ 13.525.01

	\
13.525.02

	\ 13.525.04

BIMINI compact overhead LED light

IP65/67 LED

Made of polished stainless steel, technopolymer glass. Recessless mounting.

Code Bottom V W Switch Lux IP K
LED 

beam 
angle

No of 
LEDs  mm

13.525.01 flat 12/24 1.8 no 220 67 3000 25° 8 HD 102x33x11 (h)
13.525.02 flat 12/24 1.8 Yes 220 65 3000 25° 8 HD 102x33x11 (h)

13.525.04
Soft curved bottom for 

mounting on 35/50-mm Ø 
A-frame tubes

12/24 1.8 Yes 220 65 3000 25° 8 HD 104x35x15 (h)
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Battery-powered LED light for under the boom.

MAGNETIC WITH BATTERY
LED light for underboom mounting.
Equipped with a magnetic base that serves as an attachment for the LED bar.
It is possible to install it in any position on the boom using two fixing screws, while the magnet ensures a 
good hold when in use.
The LED light has a battery with a duration up to 12 hours, a control to adjust the light intensity, a battery 
level indicator, and a motion sensor for temporary activation.
Rechargeable with USB cable. Protection rating IP20.

Code V W lumen K LED No of LEDs Battery
13.195.10 5 2 150 6000  white 60 1300 mAh

Battery-powered Bimini top light

MAGNETIC WITH BATTERY

LED strip light with magnetic clip.
With the new magnetic fastening system, the strip light can be mounted in any position of the Bimini top. 
The clip is small and can be left on the Bimini top even when it's folded. The LED light is fitted with a long-du-
ration battery (up to 12 hours), a light intensity control, a battery level indicator and a motion sensor for 
temporary switching on.
The LED light has a battery with a duration up to 12 hours, a control to adjust the light intensity, a battery 
level indicator, and a motion sensor for temporary activation.
Rechargeable with USB cable. Protection grade IP20

Code V W lumen K LED No of LEDs Battery
13.195.12 5 2 150 6000  white 60 1300 mAh

Portable and fixed deep spot lights
Portable light madeof chromed zamak

Fitted with extension cable and 
terminal lighter plug. Bulb Ø 116.

Code V Range m  mm Bulb included

13.246.00 12 500 225x120x70 50 W “H3”

Portable light, adjustable

Waterproof adjustable portable light, 
made of 100% black neoprene and 
fitted with optic unit with quartz 
halogen light (H3 screw). It comes with 
extension cord, watertight switch and 
terminal plug.

Code Handle V W Range m Reflector Ø  mm

13.109.40 Anatomically designed 12 55 500 4” 160x148x118

Utility Rubber Spot light, 100% shatterproof and watertight

Equipped with waterproof "G.E" bulb, complete with extendable cord, length 2.5 m, plug and 
waterproof socket. With stainless steel AISI 316 bracket for wall installation.

Code Version Beam type V W Range m Bulb Ø mm Spare bulb

13.016.00 Halogen SPOT 12 30 400 110 14.249.01
13.017.01 Halogen SPOT 24 100 800 150 14.249.04
13.018.00 Halogen SPOT+FLOOD 12 100+100 150/600 150 13.116.00
13.018.01 LED SPOT+FLOOD 12/24 24 10/600 150 13.241.03 	\ 13.016.00

	\ 13.017.01; 
13.018.00/01

https://www.osculati.com/en/11397-13.195.10/
https://www.osculati.com/en/11397-13.195.12/
https://www.osculati.com/en/11398-13.246.00/
https://www.osculati.com/en/11398-13.109.40/
https://www.osculati.com/en/11398-13.016.00/
https://www.osculati.com/en/11398-14.249.01/
https://www.osculati.com/en/11398-13.017.01/
https://www.osculati.com/en/11527-14.249.04/
https://www.osculati.com/en/11398-13.018.00/
https://www.osculati.com/en/11398-13.116.00/
https://www.osculati.com/en/11398-13.018.01/
https://www.osculati.com/en/11398-13.241.03/
https://www.osculati.com/en/11398-13.016.00/

