Headlights, ceiling lights

—

m PIRANHA P4 HI-POWER BLUEFIN LED underwater light

P68

The Piranha P4 HI-POWER series is designed for small boats. High luminous performance,
intensity up to 4000 lumens in color changing models.

Contains all Bluefin LED technology: X-Beam, active thermal control, Hydro Block, polarity reversal
protection, anti-fouling coating. Light beam distribution at 60°.

Material: Bronze

RINAIEC 60529 Type Approval

Code v w No of LEDs K lumen LED colour
13.350.10 12/24 24 4 6500 3100 [ white

13.350.11 12/24 | 24 4 - 3100 [@llblue

13.350.12 12/24 24 4 - 3100 [+ [ White + Blue
13.350.13 12/24 24 4 - 4000 RGBW

=2  FiIRANHA P6 NI BLUEFIN LED underwater light

Piranha P6 Nitro featudures the innovative Nitro Boost function which allows for atemporary
brightnessincrease up to +35% giving a stunning visual effect. Deactivated for dim lighing or to
reduce power consumption.

Extremely easy installation through a 13mm-hole for wiring. No external drivers required thanks to
Builtin Driver technology.

Heat protection has been furtherimplemented: instead of switchting off at 65°C, the device
reguletesitself by decreasing the light intensity thus maintaining operation safely.

Equipped with Builtin Driver technology, polarity reversal protection, anti-fouling coating. Light
beam distribution at 60°.

Material: Bronze

RINA IEC 60529 Type Approval

Code Vv w No of LEDs K lumen LED colour
13.350.20 12 40 6 6500 | 4100 [ white

13.350.21 12 40 6 - 4100 [olve

13.350.22 24 40 6 6500 = 4100 [ white

13.350.23 24 40 6 4100 ([olve

13.350.25 12 50 6 4100 [+ I White +Blue
13.350.24 | 12/24 | 50 6 - 5000 RGBW

m PIRANHA P12 BLUEFIN LED underwater light

Piranha P12 produces a class leading 8,000 Lumens and the same simple installation typical of the
series. Only a 13mm-hole for wiring is required. Three screws and sealant are needed to complete
installation.

Builtin Driver technology provides reverse polarity protection, anti-vegetation coating.

Like the entire Bluefin LED range, it features advanced protections, notably sophisticated thermal
managementthat regulates brightness according to temperature and ensures temporary use out of
water (adoptionis notrecommended to preserve the visual effect).

Lightbeam distribution at 60°.

Material: Bronze

RINAIEC 60529 Type Approval

Code \' w No of LEDs K lumen LED colour
13.350.30 12/24 55 12 6500 8000 [ white

13.350.31 12/24 55 12 - 8000  [lolue

13.350.32 12/24 55 12 - 8000 |[J+ [ white +Blue
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