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Watertight bulkhead fairlead for large cables

IP67
To let cables through bulkheads. High-resistance moulded nylon with inside 
overmoulded seal. Easy to install.

Code Material Ø mm For cables
14.175.04 Plastic 71 Up to 4 cables, 7- to 15-mm Ø
14.175.10 Plastic 71 Up to 10 cables, 5- to 7-mm Ø

Fairlead gland
Made of watertight nylon, for electric cables.

Code Base Ø mm Overhang mm For cables mm
14.185.95 48 33 5-8

14.185.96 51 36 7-12

14.185.97 52.5 48 10 - 16

2026

Watertight SS cable gland

AISI 316 IP68

Waterproof IP68 cable glands made of SS AISI 316.

Code Base Ø Overhang mm For cables mm
14.187.11 46 20 5 - 8

14.187.12 52 22 7 - 12

14.187.13 56 26 13 - 17

	\ 14.186.00/01/03

	\ 14.186.02

	
\

In
di

vi
du

al
 

pa
ck

ag
es

Fairlead gland to be fitted under the deck

Made of chromed brass, for cables to be fitted under the deck.

Code Passage mm

14.186.01 6 10
14.186.00 8 10
14.186.03 10 10
14.186.02 12 1

	\ 14.186.14 	\ 14.186.15

Fairlead/gland made of nylon, fiberglass and stainless steel

They ensure perfect watertightness (IP67) for cable passing.
They allow the cables to pass without disassembling end connectors, if any.
Fiberglass-reinforced nylon body with AISI316 stainless steel plug.

Code Base Ø Overhang mm Ø cable diameter mm Cable assembly

14.186.14 48 14 3-14 vertical (in line)
14.186.15 48 14 3-8 lateral (@ 90°)

Elbow outlet

AISI 316 Code 14.481.92
Made of polished AISI 316 stainless steel, designed for electrical cables, from 
mast base to inside cabin.

287

Electrical material 14

Plugs, lighter jacks and accessories
Power socket + plug made of black polycarbonate
100% water resistant, either with protection cap closed or with lockable plug, equipped with a 
special watertight collar and a “lock-in” system that locks the plug by turning; designed for plug 
mounting with back screw nuts or two screw boards; suitable for lighters and cellular phones.

Code Description

14.517.01 Socket + external mounting panel 5
14.517.02 Plub with fuse and red led light 5
14.517.00 Plug/socket kit 14.517.01+14.517.02 1

	\ 14.517.01	\ 14.517.02

	\ 14.517.00

Marine lighter, 12 V

Code 13.008.00
Made of stainless steel receptacle lighter/light; includes charter light on a knob with a separate 
switch.

Power socket

100% water-proof, with either the cap closed or when it is plugged in, fitted with a special 
watertight collar and a locking system that locks the plug by turning it; the socket can be mounted 
with a rear screw-nut or with a 2-screw board. Standard socket for lighters, cellular phones; 
includes a plastic fairing and a base washer, designed for wall or ceiling mounting.

Code Body  mm OPTIONAL Plug
14.517.06  white 80 x 65 x 43 14.517.02
14.517.07  Black 80 x 65 x 43 14.517.02

	\ 14.517.06

Socket for cellular phones or lighters

Code 14.518.00
Made of stainless steel, fitted with watertight cap. It can be mounted with 2 screws through the 
front panel or using a screw nut from the back of the instrument panel.

Dual USB port current plug

It matches any CARLINGSWITCH, MARINAR and Marine TOP switch. It fits all types of frame 
14.197.xx.

Code Description V  mm A
14.195.62 USB-A + USB-C port 12/24 42x25x40 2.4 + 2.4
14.195.63 Dual USB-A+C plug + 12/24 V voltmeter 12/24 49x25x51 3 + 3
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https://www.osculati.com/en/11432-14.517.01/
https://www.osculati.com/en/11434-14.517.02/
https://www.osculati.com/en/11434-14.517.02/
https://www.osculati.com/en/11432-14.517.00/
https://www.osculati.com/en/11432-14.517.00/
https://www.osculati.com/en/11432-13.008.00/
https://www.osculati.com/en/11432-14.517.06/
https://www.osculati.com/en/11432-14.517.06/
https://www.osculati.com/en/11434-14.517.02/
https://www.osculati.com/en/11432-14.517.07/
https://www.osculati.com/en/11434-14.517.02/
https://www.osculati.com/en/11432-14.518.00/
https://www.osculati.com/en/11432-14.195.62/
https://www.osculati.com/en/11432-14.195.62/
https://www.osculati.com/en/11432-14.195.63/
https://www.osculati.com/en/11432-14.195.63/
https://14.197.xx/

