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SPHAERA fender profile

PATENT
AISI316 stainless steel fender profile with DURALENE PVC inner core. It adapts 
either on a Standard or Slim base. 3-m profiles for junction with top cap.
Advantages:
- It facilitates bending.
- Lightweight.
- High shock resistance.
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Model  Stainless steel bar 3 m  Standard white base  Slim white base SS top cap SS end cap

Standard Slim

SPHERA 25 44.060.25 44.061.25* 44.062.25* 44.063.25 44.065.25 44.064.25
SPHERA 35 44.060.35 44.061.35* 44.062.35* 44.063.35 44.065.35 44.064.35
SPHERA 50 44.060.50 44.061.50* 44.062.50* 44.063.50 44.065.50 44.064.50

*	 24-m roll

DOUGLAS MARINE Simply fender profile

Made of 316L stainless steel, mirror polished and tool-flared.
Pickled and passivated to increase corrosion resistance up to five times compared to standard stainless steels.
The base is made of UV Resistant PVC with high quality standards and subjected to numerous quality tests. Its specific section ensures the maximum cushioning effect 
and the best aesthetic result, enhancing the stainless steel profile and minimizing the frame as much as possible.
The practical and elegant design of the terminal accompanies the profile attachment.
The coverstrip is equipped with an internal stopper that prevents the profile from slipping and ensures the continuity of the drilling pitch.

Code Description  mm Bore type Bars m hole spacing 
mm Colour Packaging

A B H
44.477.50 Profile 50 48 1.5 8 flared 3 181 - -

44.481.38 PVC base 58 19.7 - - - -  white 24-m roll

44.484.38 SS end cap 100 64.8 24.6 - - - - -

44.043.50 SS top cap 50 4.4 25 - - - - -
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PVC and anodized aluminium rubbing strakes
RADIAL fender profile

PATENT
Invisible rigid base, designed to be screwed/riveted onto the hull, 2-m slugs; 
semirigid external profile with easy pressure installation (no weld required), 
available in 24-metre rolls. Caution: tray and insert are separated and ahve to be 
mounted to make the profile complete.

Model  Only black 
channel

Only PVC colour  mm Minimum 
bend radius 

mm

Terminals SS top cap

 white  grey  black height A overhang 
B

 white  SS

RADIAL 30 44.032.05 44.032.02 44.032.03 44.032.04 30 17 50 44.030.01 44.484.00 -
RADIAL 40 44.042.05 44.042.02 44.042.03 44.042.04 40 21 60 - 44.484.01 44.042.15
RADIAL 52 44.052.05 44.052.02 44.052.03 44.052.04 52 29 70 44.055.01 44.484.02 44.042.16
RADIAL 65 44.065.05 44.065.02 44.065.03 44.065.04 65 29 80 44.055.01 44.484.03 44.042.17
RADIAL 80 44.080.05 - - 44.080.04 33 33 100 - 44.484.04 44.042.18

minimum order of 24 metres

	\ 44.484.01/02 	\ 44.042.15/16/17/18

BINO fender profile

PATENT
Made of PVC, it consists of 2 interlocking parts + a SS profile for fixing (only 65 and 90 models). Cold mounting.
Bino 40 is extremely flexible and for two-axis small curvatures. Bino 65 and 90 provides high protection for heavy vessels, workboats, military boats, and 
anywhere easy installation is required.

Model Black Grey
Dimensions mm

Roll m
Terminals SS fixing profile 

(optional)height A overhang B  black  grey  SS
BINO 40 44.045.00 44.046.00 40 22 12 44.045.94 44.046.94 44.045.84 -
BINO 65 44.045.01 44.046.01 65 37 12 44.045.95 44.046.95 - 44.047.01
BINO 90 44.045.03 44.046.03 90 53 12 44.045.96 44.046.96 - 44.047.01

	 *	 44.047.01	 2-m bars

	\ 44.046.00
	\ 44.045.01/03 	\ 44.046.01/03

	\ Terminals

QBE Fender Profile

PATENT HEAVY DUTY BUMPERS

Profile made of PVC, consisting of 2 interlocking parts plus stainless steel fixing profile. QBE is 
extremely elegant, thanks to its square shape. Quick and economical to install,
Suitable for Sandwich or Boxed closures. Thanks to its flexibility, it provides high protection from 
heavy-duty use at almost all points of the boat, limiting the risk of damage and is suitable for all 
types of boats.

Model  Grey RAL 
7047

 mm Roll m  Grey terminal 
RAL 7047

Stainless steel 
fixing profile 

(optional)
Height Curvature 

radius

QBE 65 44.100.01 65 60 12 44.105.01 -
QBE 90 44.100.02 90 70 12 44.105.02 44.047.01

Also available in black on request

	
\

44
.10

0.
01

/0
2

	
\

44
.1

00
.0

1/
02

	\ 44.105.01/02

https://www.osculati.com/en/11694-44.032.05/
https://www.osculati.com/en/11694-44.032.02/
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https://www.osculati.com/en/11694-44.046.94/
https://www.osculati.com/en/11694-44.045.84/
https://www.osculati.com/en/11694-44.045.01/
https://www.osculati.com/en/11694-44.046.01/
https://www.osculati.com/en/11694-44.045.95/
https://www.osculati.com/en/11694-44.046.95/
https://www.osculati.com/en/11694-44.047.01/
https://www.osculati.com/en/11694-44.045.03/
https://www.osculati.com/en/11694-44.046.03/
https://www.osculati.com/en/11694-44.045.96/
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