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TESSILMARE folding biminis

TESSILMARE Shade Master biminis suitable for high speed boats

No fixed installations required. They are foldable and made from white painted aluminium 
tubes, Ø 20 mm, UV-resistant white polyester/PVC fabric.
They come complete with a case for folded storage, universal model. Nylon joints.

Code Depth cm Height cm Width cm Bracket cm Arches
46.902.01* 180 110 124/140 144 2
46.902.02 180 110 140/160 144 3
46.902.03 180 110 160/180 144 3
46.902.04 180 110 185/215 144 3
46.902.05 180 140 215/235 173 3

*	 Model fitted with 2 archs instead of 3.

TESSILMARE “Shade Master HS” bimini, designed for high speed boats

They do not require a fixed installation. They are foldable and made from aluminium white painted 
tubes Ø 25 mm and white waterproof and UV-resistant PVC polyester fabric, supplied complete with 
a case to store them folded.
Stainless steel joints AISI 316.

Code Depth cm Height cm Width cm Bracket cm Arches
46.901.53 195 95 160/180 143 2
46.901.54 200 110 190/210 147 2
46.901.55 215 120 215/225 156 2

TESSILMARE “Shade Master Fish” bimini specially designed for open hulls with 
pedestal steering

PATENT
Structure in white painted aluminium Ø 20 mm, equipped with four 
detachable arches, very robust PVC polyester fabric .
Provided complete with case to store them folded. Nylon joints.

 white  Beige Depth cm Height cm Width cm Bracket 
cm Arches

46.914.01 - 180 140 140/160 160 3
46.914.02 46.914.32 180 140 160/180 160 3
46.914.03 46.914.33 180 140 190/210 160 3
46.914.04* - 240 140 210/230 200 4

*	 This tent is also ideal for cabin Fliyng Bridges. Made with 25-mm Ø tube,  nylon joints, sturdier fabric, 
fixed flat jount, nylon/stainless steel, special case. 4 x foldable arches.

TESSILMARE Shade Master SS detachable bimini

AISI 316

PATENT

With pipes Ø 22 mm and all fittings in AISI 316 stainless steel.
Fixed collapsible arches, fabric in polyester/PVC UV-resistant waterproof, 
stainless steel bases rotatable at 90°, supplied complete with case for storage 
when folded.

 white Depth cm Height cm Width cm Folded bracket 
cm Arches

46.915.02 180 151 165/175 180 3
46.915.03 180 151 180/190 180 3
46.915.04 180 151 195/205 180 3
46.915.05 180 151 225/235 180 3
46.915.06 220 151 240/250 180 3
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Mickey self-tensioning, modular and independent Bimini sy-
stem

Can be used as a sunshade or water shield and is UV resistant. Simple to install, dismantle, and store. Can be installed in multiple configurations. The 15-degree 
tilted bases, due to their compact size, can be easily installed in various areas of the deck as needed and allow for a more comprehensive (wider) coverage than 
the traditional system. Highly cost-effective compared to standard industry systems (canvas not provided).

Flexible pole for Mickey system
Fiberglass pole covered in carbon fibre with AISI316L stainless steel inserts.

Code Ø mm
Overall 
height A 

cm

Distance gained 
with slope B cm

Net height from 
flush deck C cm

Recess D 
cm

Total height 
extended mm

46.826.14 16 137 34 129 8 137
46.826.15 16 153.5 38 145 8 153.5
46.826.17 16 170 43 160 8 170
46.826.18 16 185 47 175 8 185

Stainless steel fastening bushing for Mickey system

Recess-fit AISI316 stainless steel bushing with fastening counter-ring. Available in 3 models.

Code Description Pole-Ø 
mm

 mm min/max deck 
thichness F mmA B C D E

46.825.00 No lid 16 52 40 54 4 26 8/40
46.825.01 Rotary lid 16 58 58 54 5 26 2/50
46.825.02 Watertight lid 16 69 62 54 10 26 2/50

	
\

46
.8

25
.0

2

	
\

46
.8

25
.0

2

	
\

46
.8

25
.0

2

	\ 46.825.00

	
\

46
.8

25
.0

0

	
\

46
.8

25
.0

0

	
\

46
.8

25
.0

1	
\

46
.8

25
.0

1	
\

46
.8

25
.0

1

Fastening buckle for Mickey system

AISI316 stainless steel buckle for a simpler fastening of the Bimini top to the pole.

Code  mm  buckle for loop mm
A B 1 2

46.825.09 74 50 40x5 20x3

2026

Mounting base on stainless steel pulpit Mickey system

Pair of bushings (DX and SX) in stainless steel AISI 316 to be fixed on the pulpit at the point where it crosses the support 
arm (to prevent the bushing from rotating).
Adaptable to pulpits with a diameter of 22-26 mm or 30-34 mm and a support arm diameter of 22-26 mm or 25-28 mm.
Accommodates a pulpit joint angle from 90° to 45°.
Designed with a 15° angle towards the bow or stern and a 12° outward tilt of the vessel to create a self-tensioning system 
and maximise the size of the awning (Screws included).

Code Ø Pulpit mm Ø support arm mm Support arm angle °
46.825.10 30-34 25-28 45-90°
46.825.11 22-26 22-26 45-90°

https://www.osculati.com/en/11482-46.902.02/
https://www.osculati.com/en/11482-46.902.03/
https://www.osculati.com/en/11482-46.902.04/
https://www.osculati.com/en/11482-46.902.05/
https://www.osculati.com/en/11482-46.901.53/
https://www.osculati.com/en/11482-46.901.54/
https://www.osculati.com/en/11482-46.901.55/
https://www.osculati.com/en/11482-46.914.01/
https://www.osculati.com/en/11482-46.914.02/
https://www.osculati.com/en/11482-46.914.32/
https://www.osculati.com/en/11482-46.914.03/
https://www.osculati.com/en/11482-46.914.33/
https://www.osculati.com/en/11482-46.915.02/
https://www.osculati.com/en/11482-46.915.03/
https://www.osculati.com/en/11482-46.915.04/
https://www.osculati.com/en/11482-46.915.05/
https://www.osculati.com/en/11482-46.915.06/

