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MARLOW Mattbraid rope

CRUISING
Soft-spun polyester rope.
Ideal for: all types of sheets (cruising), jib furlers, reefs.
Features: soft and easy to use, excellent control even when wet.
Core: 12-strand polyester.
Cover: soft-spun 24-plait polyester.

 white  Black  blue  red Ø mm Breaking load kg Weight kg/100 m

- 06.435.04NE - 06.435.04RO 4 293 1.3 200
06.434.05BI 06.435.05NE 06.435.05BL 06.435.05RO 5 415 2 200
06.434.06BI 06.435.06NE 06.435.06BL 06.435.06RO 6 600 2.8 200
- 06.435.08NE 06.435.08BL 06.435.08RO 8 1120 5.4 200
06.434.10BI 06.435.10NE 06.435.10BL 06.435.10RO 10 1980 7 200
- 06.435.12NE 06.435.12BL 06.435.12RO 12 2810 9.9 200
- - 06.435.14BL 06.435.14RO 14 3300 12.6 100
06.434.16BI - - - 16 5430 17.8 100

MARLOW Doublebraid white rope with fleck

CRUISING
White polyester braid with fleck. Ideal for: all types of sheets (cruising), jib furlers, reefs, 
general purposes.Features: soft and easy to use; easy to grip and knot.Core: 12-strand 
polyester.Cover: high-strength 24-plait polyester.

Colour of the marker Solid colour Ø 
mm

Breaking 
load kg

Weight kg/100 
m blue  red  green  white

- - - 06.428.06BI 6 1390 2.8 200
06.428.08BL 06.428.08RO 06.428.08VE 06.428.08BI 8 2560 4.8 200
06.428.10BL 06.428.10RO 06.428.10VE 06.428.10BI 10 3690 7.4 200
06.428.12BL 06.428.12RO 06.428.12VE 06.428.12BI 12 4760 11.1 200
06.428.14BL 06.428.14RO 06.428.14VE 06.428.14BI 14 6050 15.6 100
06.428.16BL - - - 16 7230 23.2 100

MARLOW Marlowbraid rope, solid colour

CRUISING
Polyester braid.
Ideal for: halyards(cruising), vang; up/downhaul, low-stretch sheets.
Features: good resistance to elongation; easy to splice.
Core: 3-strand polyester.
Cover: high-strength 16-plait polyester.

 white  blue  Blu navy  red  green Ø mm Breaking load kg Weight kg/100 m

- 06.427.06BL - 06.427.06RO 06.427.06VE 6 986 2.7 200
06.427.08BI 06.427.08BL - 06.427.08RO 06.427.08VE 8 1580 4.5 200
06.427.10BI 06.427.10BL 06.427.10BN 06.427.10RO 06.427.10VE 10 2850 7.3 200
06.427.12BI 06.427.12BL 06.427.12BN 06.427.12RO - 12 4450 10 200
06.427.14BI - 06.427.14BN 06.427.14RO - 14 5460 14.5 200

MARLOW Marlowbraid white rope with fleck

CRUISING
Polyester braid.
Ideal for: halyards (cruising), vangs, up/downhaul, low-stretch sheets.
Features: good elongation resistance, it can be sliced.
Core: 3-strand polyester.
Cover: high-strength 16-plait polyester.

Marker color
Ø 

mm
Brea
king 

load kg

Weight 
kg/100 

m blue  Gold  red  green  Black

06.432.06BL 06.432.06OR 06.432.06RO 06.432.06VE 06.432.06NE 6 986 2.7 200

06.432.08BL 06.432.08OR 06.432.08RO 06.432.08VE 06.432.08NE 8 1580 4.5 200

06.432.10BL 06.432.10OR 06.432.10RO 06.432.10VE 06.432.10NE 10 2850 7.3 200

06.432.12BL 06.432.12OR 06.432.12RO 06.432.12VE 06.432.12NE 12 4450 10 200

06.432.14BL - 06.432.14RO 06.432.14VE - 14 5460 14.5 100

06.432.16BL - 06.432.16RO - - 16 7420 19 100
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MARLOW Doublebraid Marble Colour rope

CRUISING
Polyester braid in bright colors. Ideal for : Sheets (cruising), jib furlers, reefs, 
general purposes.  Features: Soft and easy to use, easy to grip and knot. 
Core: 12-strand polyester. Cover: high-strength 24-plait polyester.

	\ Temporarily valid for 
black and grey

 grey  Black  blue  red  green  Gold Ø mm Breaking load kg Weight kg/100 m

06.423.06GR 06.423.06NE 06.423.06BL 06.423.06RO 06.423.06VE - 6 1390 2.84 200

06.423.08GR 06.423.08NE 06.423.08BL 06.423.08RO 06.423.08VE 06.423.08OR 8 2560 4.80 200

06.423.10GR 06.423.10NE 06.423.10BL 06.423.10RO 06.423.10VE 06.423.10OR 10 3690 7.47 200

06.423.12GR 06.423.12NE 06.423.12BL 06.423.12RO 06.423.12VE 06.423.12OR 12 4760 11.10 200

06.423.14GR 06.423.14NE 06.423.14BL 06.423.14RO 06.423.14VE - 14 6050 15.60 100

MARLOW D2 Racing 78 braid (with fleck) and Classic rope (solid colour)

HIGH 
PERFORMANCE

RACING

Ideal for: halyards, low-stretch sheets, reefs, multiple professional 
applications.
Features: floating, stretch-resistant, easy to splice, the cover can be removed.
Core: 12-strand Dyneema SK78.
Cover: high-strength 24-plait polyester.
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D2 RACING with fleck D2 CLASSIC solid colours
Ø mm Breaking load 

kg
Weight 

kg/100 m Black  blue  Lime  red  green  white  Blu navy

- - - - - - 06.430.08BN 8 3490 3.9 100

06.429.10NE 06.429.10BL 06.429.10LI 06.429.10RO 06.429.10VE - 06.430.10BN 10 5360 5.92 100

06.429.12NE 06.429.12BL 06.429.12LI 06.429.12RO 06.429.12VE 06.430.12BI 06.430.12BN 12 6940 9.29 100

- 06.429.14BL - 06.429.14RO 06.429.14VE 06.430.14BI 06.430.14BN 14 9274 11.66 100

- 06.429.16BL - 06.429.16RO - 06.430.16BI 06.430.16BN 16 12800 16.6 100

Marlow D2 Club Racing rope (with marker).

CRUISER/RACER
Ideal for: halyards, low-stretch sheets, reefs, multiple professional 
applications.
Features: floating, excellent stretch resistance, easy to splice, the cover 
can be removed.
Core: 12-strand Dyneema SK75 and polypropylene.
Cover: high-strength 16-plait polyester.

 Black  blue  red  green Ø mm Breaking load kg Weight kg/100 m

06.477.08NE 06.477.08BL 06.477.08RO 06.477.08VE 8 2480 4.00 200

06.477.10NE 06.477.10BL 06.477.10RO 06.477.10VE 10 3970 6.43 200

06.477.12NE 06.477.12BL 06.477.12RO 06.477.12VE 12 5950 8.64 200

06.477.14NE 06.477.14BL 06.477.14RO 06.477.14VE 14 7440 11.2 200

MARLOW 3-Strand Pre-Stretched rope

CRUISING
3-strand pre-stretched polyester rope.Ideal for: small and medium boat halyards 
(cruising), LAZY JACK, general purposes.Features: 100% abrasion-resistant 
and UV-resistant. It doesn't absorb water. Core: continuous polyester.

 white Ø mm Breaking load kg Weight kg/100 m

06.431.05 5 1030 2.07 200
06.431.06 6 1690 3.06 200
06.431.08 8 2180 4.81 200
06.431.10 10 2640 8.23 200
06.431.12 12 3340 10.7 100

https://www.osculati.com/en/11030-06.423.06GR/
https://www.osculati.com/en/11030-06.423.06NE/
https://www.osculati.com/en/11030-06.423.06BL/
https://www.osculati.com/en/11030-06.423.06RO/
https://www.osculati.com/en/11030-06.423.06VE/
https://www.osculati.com/en/11030-06.423.08GR/
https://www.osculati.com/en/11030-06.423.08NE/
https://www.osculati.com/en/11030-06.423.08BL/
https://www.osculati.com/en/11030-06.423.08RO/
https://www.osculati.com/en/11030-06.423.08VE/
https://www.osculati.com/en/11030-06.423.08OR/
https://www.osculati.com/en/11030-06.423.10GR/
https://www.osculati.com/en/11030-06.423.10NE/
https://www.osculati.com/en/11030-06.423.10BL/
https://www.osculati.com/en/11030-06.423.10RO/
https://www.osculati.com/en/11030-06.423.10VE/
https://www.osculati.com/en/11030-06.423.10OR/
https://www.osculati.com/en/11030-06.423.12GR/
https://www.osculati.com/en/11030-06.423.12NE/
https://www.osculati.com/en/11030-06.423.12BL/
https://www.osculati.com/en/11030-06.423.12RO/
https://www.osculati.com/en/11030-06.423.12VE/
https://www.osculati.com/en/11030-06.423.12OR/
https://www.osculati.com/en/11030-06.423.14GR/
https://www.osculati.com/en/11030-06.423.14NE/
https://www.osculati.com/en/11030-06.423.14BL/
https://www.osculati.com/en/11030-06.423.14RO/
https://www.osculati.com/en/11030-06.423.14VE/
https://www.osculati.com/en/11030-06.430.08BN/
https://www.osculati.com/en/11030-06.429.10NE/
https://www.osculati.com/en/11030-06.429.10BL/
https://www.osculati.com/en/11030-06.429.10LI/
https://www.osculati.com/en/11030-06.429.10RO/
https://www.osculati.com/en/11030-06.429.10VE/
https://www.osculati.com/en/11030-06.430.10BN/
https://www.osculati.com/en/11030-06.429.12NE/
https://www.osculati.com/en/11030-06.429.12BL/
https://www.osculati.com/en/11030-06.429.12LI/
https://www.osculati.com/en/11030-06.429.12RO/
https://www.osculati.com/en/11030-06.429.12VE/
https://www.osculati.com/en/11030-06.430.12BI/
https://www.osculati.com/en/11030-06.430.12BN/
https://www.osculati.com/en/11030-06.429.14BL/
https://www.osculati.com/en/11030-06.429.14RO/
https://www.osculati.com/en/11030-06.429.14VE/
https://www.osculati.com/en/11030-06.430.14BI/
https://www.osculati.com/en/11030-06.430.14BN/
https://www.osculati.com/en/11030-06.429.16BL/
https://www.osculati.com/en/11030-06.429.16RO/
https://www.osculati.com/en/11030-06.430.16BI/
https://www.osculati.com/en/11030-06.430.16BN/
https://www.osculati.com/en/11030-06.477.08NE/
https://www.osculati.com/en/11030-06.477.08BL/
https://www.osculati.com/en/11030-06.477.08RO/
https://www.osculati.com/en/11030-06.477.08VE/
https://www.osculati.com/en/11030-06.477.10NE/
https://www.osculati.com/en/11030-06.477.10BL/
https://www.osculati.com/en/11030-06.477.10RO/
https://www.osculati.com/en/11030-06.477.10VE/
https://www.osculati.com/en/11030-06.477.12NE/
https://www.osculati.com/en/11030-06.477.12BL/
https://www.osculati.com/en/11030-06.477.12RO/
https://www.osculati.com/en/11030-06.477.12VE/
https://www.osculati.com/en/11030-06.477.14NE/
https://www.osculati.com/en/11030-06.477.14BL/
https://www.osculati.com/en/11030-06.477.14RO/
https://www.osculati.com/en/11030-06.477.14VE/
https://www.osculati.com/en/11030-06.431.05/
https://www.osculati.com/en/11030-06.431.06/
https://www.osculati.com/en/11030-06.431.08/
https://www.osculati.com/en/11030-06.431.10/
https://www.osculati.com/en/11030-06.431.12/
https://06.429.xx/
https://06.430.xx/

